AUTHENTICATED
U.S. GOVERNMENT
INFORMATION

GPO

§73.558

(A) The distances to the field
strength contours of the affected TV
Channel 6 station will be predicted ac-
cording to the procedures specified in
§73.684, ““Prediction of coverage,” using
the F(50,50) curves in Figure 9, §73.699.

(B) For each field strength contour of
the affected TV Channel 6 station,
there will be an associated co-channel
or adjacent channel TV broadcast sta-
tion interference contour, the value of
which (in units of dBu) is defined as the
sum of the affected TV Channel 6 sta-
tion’s field strength (in dBu) and the
appropriate undesired-to-desired signal
ratio (in dB) as follows:

Co-channel, normal offset, —22 dB
Co-channel, no offset, —39 dB
Adjacent channel, +12 dB

(C) The distances to the associated
co-channel or adjacent channel TV
broadcast station interference contour
will be predicted according to the pro-
cedures specified in §73.684, “‘Prediction
of coverage,” using the F(50,10) curves
in Figure 9a, §73.699.

(D) The area within which the show-
ing of actual interference may be made
will be the area bounded by the locus of
intersections of a series of the affected
TV Channel 6 station’s field strength
contours and the associated inter-
ference contours of the co-channel or
adjacent channel TV broadcast station.

(4) The maximum permissible effec-
tive radiated power (ERP) and antenna
height may be adjusted for vertical po-
larity as follows:

(i) If the applicant chooses to use ver-
tically polarized transmissions only,
the maximum permissible vertically
polarized ERP will be the maximum
horizontally polarized ERP permissible
at the same proposed antenna height,
calculated without the adjustment for
television receiving antenna direc-
tivity specified in paragraph (e)(1)(iii)
of this section, multiplied by either: 40
if the predicted interference area lies
entirely outside the limits of a city of
50,000 persons or more; or 10 if it does
not.

(i) If the applicant chooses to use
mixed polarity, the permissible ERP is
as follows:

[H+(VIA)] is no greater than P
Where:
H is the horizontally polarized ERP in
kilowatts for mixed polarity;
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V is the vertically polarized ERP in kilo-
watts for mixed polarity;

A is 40 if the predicted interference area
lies entirely outside the limits of a city
of 50,000 persons or more, or 10 if it does
not; and

P is the maximum permitted horizontally
polarized-only power in kilowatts.

(f) Channel 200 Applications. No appli-
cation for use of NCE-FM Channel 200
will be accepted if the requested facil-
ity would cause objectionable inter-
ference to TV Channel 6 operations.
Such objectionable interference will be
considered to exist whenever the 15
dBu contour based on the F(50,10)
curves in §73.333 Figure la would over-
lap the 40 dBu contour based on the
F(50,50) curves in §73.699, Figure 9.

[50 FR 27963, July 9, 1985; 50 FR 30187, July 24,
1985; 50 FR 31379, Aug. 2, 1985, as amended at
51 FR 26250, July 22, 1986; 52 FR 25867, July 9,
1987; 62 FR 51059, Sept. 30, 1997]

§73.558 Indicating instruments.

The requirements for indicating in-
struments described in §73.258 are ap-
plicable to all educational FM broad-
cast stations licensed with a transmit-
ter power greater than 0.01 kw.

[51 FR 17029, May 8, 1986]

§73.561 Operating schedule; time shar-
ing.

(@) All noncommercial educational
FM stations will be licensed for unlim-
ited time operation except those sta-
tions operating under a time sharing
arrangement. All noncommercial edu-
cational FM stations are required to
operate at least 36 hours per week, con-
sisting of at least 5 hours of operation
per day on at least 6 days of the week;
however, stations licensed to edu-
cational institutions are not required
to operate on Saturday or Sunday or to
observe the minimum operating re-
quirements during those days des-
ignated on the official school calendar
as vacation or recess periods.

(b) AIll stations, including those
meeting the requirements of paragraph
(a) of this section, but which do not op-
erate 12 hours per day each day of the
year, will be required to share use of
the frequency upon the grant of an ap-
propriate application proposing such
share time arrangement. Such applica-
tions shall set forth the intent to share
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